
Key features
� Interface Modules 

� DS2301 for DC2100/SC2100 Cartridge
(DS2100/VS2100 recorder)

� DS2302 for DC2200/SC2200 Cartridge
(DS2200/VS2200 recorder)

� DS2303 for SC1500 Cartridge 
(SC1500 recorder)

� 5.25" PC bay module

� IEEE 1394 interface

� Supplied with:

� 9-pin/9-pin IEEE 1394 cable,

� 4-pin MOLEX power supply cable

for PC connection 

ZODIAC DATA SYSTEMS

ENERTEC®

AEROSAFETY & TECHNOLOGY

Telemetry & Telecommunications

DS2300
Cartridge interface modules

Applications
� PC-hosted replay of removable memory

cartridges from ZODIAC DATA SYSTEMS

airborne mission recorders
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Technical specifications

DS 2301-10

Dimensions 5.25" PC bay module (1-slot high)

42.5 H x 149 W x 211 D (mm)

(1.67” x 5.87” x 8.3”)

Installation in desktop PC.

Interconnection 9-pin IEEE 1394B connector

4-pin MOLEX connectors on rear panel

Interface IEEE 1394

Power 5VDC , 12 VDC, from host system

consumption < 5 W typ. (incl. cartridge)

DS 2302-11

Dimensions 5.25" PC bay module (2-slot high)

85 H x 149 W x 211 D (mm)

(3.3” x 5.87” x 8.3”)

Installation in desktop PC.

Interconnection 9-pin IEEE 1394B connector

4-pin MOLEX connectors on rear panel

Interface IEEE 1394

Power 5VDC , 12 VDC, from host system

consumption < 5 W typ. (incl. cartridge)

DS 2303-10

Dimensions 5.25" PC bay module (1-slot high)

42.5 H x 149 W x 211 D (mm)

(1.67” x 5.87” x 8.3”)

Installation in desktop PC.

Interconnection 9-pin IEEE 1394B connector

4-pin MOLEX connectors on rear panel

Interface IEEE 1394

Power 5VDC , 12 VDC, from host system

consumption < 5 W typ. (incl. cartridge)

DC2100/SC2100 cartridge
(not included)

DC2200/SC2200 cartridge
(not included)

SC1500 cartridge
(not included)


